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Real world data result
-Effective spectrum management is essential for 
reliable wireless services. This requires sharing 
of spectrum resources.
-Reliable spectrum sharing  requires accurate 
detection and characterization of transmitters.
-Our goal is to develop a platform to detect 
all transmitters in a spectrum trace and characterize 
each transmitter activity in frequency and time.
-A key challenge emerges from the inherently noisy 
nature of spectrum traces.

Figure 1. Two sample traces illustrating the goal of spectrum 
characterization.

Synthetic data result

Conclusion
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Setup

Task 1: detect two 
transmitters with equal 
power, increasing SNR 
and noise of -109dBm.
-SCAN persistently 
outperforms TxMiner[1] 
even in low SNR.

Task 2: Detect two 
overlapping transmitters 
(e.g. Fig.1 right) with 
increasing SNR. One is a 
Long lived (LL) signal, the 
other is a short lived (SL) 
signal.
-SCAN can detect 
interfering transmitters 
even in low SNR regimes.

-Tx1 and TX2: USRP 
radios + PC + antenna.
-Sensor: RTL + laptop + 
antenna.
-Vary sensor gain from 
40dB to 70dB.

-SCAN has a near 
perfect accuracy for all 
the gain values for the 
real over-the-air data.
-TxMiner[1] struggles to 
fully detect and 
separate the two 
transmitters. 

-SCAN is unsupervised.
-SCAN can accurately detect all the transmitters in 
a spectrum trace and perform detailed 
characterization of the time-frequency activity of 
each transmitter.
- SCAN can detect interfering transmitters even in 
low-SNR regimes.
-With SCAN, policy makers can understand how the 
spectrum could be better utilized and managed.

Figure 3. SCAN's [2] general pipeline showing the steps from input to 
detections. To be presented as a full paper at IEEE INFOCOM'25.

Sparse coding assumes that data can be 
represented via a linear combination of a few 
atoms from an appropriate dictionary.

Sparse coding using a single dictionary. The 
optimization problem is solved using a greedy 
approach such as OMP Convex relaxation.

Figure 2. Sparse dictionary coding.

Figure 4. Experimental setup for 
controlled over-the-air-traces.
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